Thomaston MS4 GP Sampling
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Thomaston MS4 General Permit
2010 Stormwater Sampling Results
December 1, 2010
BL Companies Job No. 10C3658 ‘
Sample ID R-1-10 R-2-10 RV-1-10 RV-2-10 I-1-10 C-1-10 Field EPA Benchmark Values Reportable Detection Limit
Land Use Type Residential Residential River River Industrial Commercial
) Naugatuck River Naugatuck River at, Maple St. at River End of McMahon Dr.
Roadname / Location Blakeman Road Fenn Road at Hill Rd. Bridge = Waterbury Rd. St.
Town Thomaston Thomaston Thomaston Thomaston Thomaston Thomaston
Date 12/1/2010 12/1/2010 12/1/2010 12/1/2010 12/1/2010 12/1/2010
Time 2:35 AM 4:05 AM 3:10 AM 6:30 AM 5:10 AM 5:55 AM
Air Temperature
Sample Temperature
Parameter Units
Sample PH PH Units 5.7 6.1 7.0 7.0 7.0 6.6 6-9 0.1 Sample PH
Rain PH PH Units 6.28 6.47 7.38 7.37 7.21 7.28 7.18 NA NA Rain PH \
Hardness mg/L 8 39 37 37 43 5 NA 2 Hardness-mg/L
Conductivity umhos/cm 30 218 162 185 220 30 50-100 Range for US Rivers 1 Conductivity-umhos/cm
Oil & Grease mg/L ND ND ND ND ND ND 15 5 Oil & Grease-mg.L |
Chemical Oxygen Demand (COD) mg/L ND ND ND ND ND ND 120 4 Chemical Oxygen Demand (COD)-mg/L
Turbidity NTU 0.9 3.8 0.9 2.1 2.9 4.7 5 NTU Over Ambient Level 0.5  Turbidity | \ \
Total Suspended Solids (TSS) mg/L ND 38 3 8 3 2 100 1 Total Suspended Solids (TSS)-mg/L
Total Phosphorous (TP) mg/L 0.02 0.03 0.03 0.10 0.04 0.03 2 0.01 | Total Phosphorous (TP)
Ammonia mg/L 0.05 0.06 0.07 ND ND ND 19 0.05 Ammonia-N-mg/L \
Total Kjeldahl Nitrogen (TKN) mg/L 0.99 0.37 0.36 0.69 0.32 0.29 15 0.05 Total Kjeldahl Nitrogen (TKN)-mg-L
Nitrate plus Nitrite Nitrogen (NO3 + NO2) mg/L ND 2.2 0.6 0.7 1.1 0.3 0.67 0.1 Nitrate plus Nitrite Nitrogen (NO3 + NO2)
E. Coli E. Coli/ 100ml 400 ND ND 100 800 200 576/1000 ml (DEP) 50 E. Coli / 100ml
Abbreviations and Notes:
NA Not Applicable
ND Not Detected
NDIS No Discharge
NTU Nephelolometric Turbidity Units
BDL Below Detection Limit
mg/L Milligrams per Liter
MRL Minimum Reporting Li‘mit
1. Laboratory Results from Connecticut Testing Laboratories, Meriden, CT
2. Rainfall Duration: 27 hrs. +/- \ \
3. Rainfall Amount: 2.93" ( Accuweather.com Danbury CT airport recording station)
5. See MS4 GP Stormwater Sampling, Outfall Location maps for locations of samples.
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